IPCT-4MP-D1 i Ik
AMP Vandal-Resistant Dome Prime | IP Security Camera with a 2.8mm O lpcamta

Fixed Lens

Product Specifications

Camera Type IP
Form Factor Dome
Resolution AMP
N "4 Max Resolution 2688 x 1520
Frames Per Second 30 FPS
Image Sensor 1/3", Progressive Scan, CMOS
Lens Type Fixed Lens
Focal Length 2.8mm
Field of View 95.8°
. IR Range Up to 100ft
Main Features
« Smart IR, up to 98ft (30m) IR distance Video Compression Ultra H.265, H.265, H.264
« Up to 120 dB WDR (Wide Dynamic Range) Max Video Bitrate 16Mbps
L] 2D/3D DNR (Dlgltal Noise ReduCUon) Weatherproof Rat|ng P67
» Uit 260, FL.E0S, MIFEG Vandal Proof Rating IK10
« ROI (Region of Interest)
Onvif Compatible Yes
e Customized OSD
« ONVIE Conformance Onboard Storage Up to 256GB
« NDAA Compliant Power Supply DC12V, POE
» Wide temperature range: 31°F ~ 140°F (-35°C ~ Power Consumption <55W
60°C)
. Operating Temperature 31°F ~ 140°F
« Wide input voltage range of +25%
« IK10 vandal resistant Weight ~0.99Ibs

« IP67
e 3-Axis



