IPCT-4MP-DM2

Pigtail-Free Indoor 4MP Mini Dome IP Security Camera with a 2.8mm Fixed

Lens

Product Specifications

Camera Type IP

Form Factor Dome
Resolution 4MP

Max Resolution 2688 x 1520
Frames Per Second 30 FPS

Image Sensor

1/3" Progressive Scan CMOS

@ ipcamtalk

Lens Type Fixed Lens
Focal Length 2.8mm
Field of View 95.8°
Main Features IR Range Up to 100ft
« Pigtail-free connection interface design Video Compression Ultra H.265, H.265, H.264
« Smart IR, up to 30m (98ft) IR distance Audio Built-in Microphone
» Up to 120 dB WDR (Wide Dynamic Range) Onvif Compatible Yes
« 2D/3D DNR (Digital Noise Reduction) S Sy DC12V, POE
« Ultra 265, H.265, H.264, MJPEG
Power Consumption Power consumption: Max 5.5W
« ROI (Region of Interest)
« Customized OSD Operating Temperature -31°F ~ 140°F
« ONVIF Conformance Weight ~0.49lbs

« Built-in Mic
e Micro SD, up to 256GB

« Wide temperature range: -35°C ~ 60°C (-31°F ~
140°F)

« Wide input voltage range of +25%

o 3-AXis



